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CONSTRUCTION DETAILS NOTE:

The Rouads Division of the Cecil County

Department of Public Works should be notified

at legst 48 hours prior to intiation of construction.
Mr. Don Webber can be reached at {4107 926-6270,

A. Use 27 F+. steel pole with twin 46 ++. and 52 ++. mast orms, Si?ﬁa and 20 Fr. luminaive arm with 250 wott
HPS lumingire. Remove existing one-section signal heads. Instail three-section signal heads and relocate
sign as shown . For the wiring of new signal heads see wiring dlagram (Note: One 4 in. PVYC conduit bend).

B. Use existing NEMA size ‘5’ pole-mounted cabinet. Install controiier and 2 four-channe! rack mounted
amplifiers with power supply gackn The existing servige and all remaining squipment shall bs
maintained. (Note: one 4 in. PVC conduit bendil.

C. Use 27 f+. steel pole with twin 46 ¥+. and 44 F+. most armg. sign. ang 15 4. tumingire arm with 250 watt
HPS lumingire. Remove existing one—section signal hegds and ingtall three-section signal heads in the
same location. Wire the new signal heads with the existing cable. {(Noter one 3 in. PVC conduit bend)

GENERAL NOTES

1. The loop detectors and probes shagil bs instalied prior to the instaliation of the pavement markings.

2. Pavement markings detgiled are proposed and are 1o be installied by the Contrdactor in

D. Use existing handhoie. accordance with S.H.A. standards. All other pavement markings agre existing.
E. Use existing 3 in. polyviny! chicride {Scheduie 80} electrical condult 3, At underground and overhead utilities shown on these pians are schematic and are not
. e . . . . . . .. e be considered compliete. The Comtractor shaii be responsible for notifying all utility companies
F. Use existing 4 in. polyvinyl chloride [Schedule 80] siectrical conduit prﬁir to Qg?s¢gu§?§0ﬁ 50+ghe?fﬁgi*u%iiiféeihmﬂy bgfﬁocafsﬁ zn the f%eéda E%f the ﬁoﬁzragfog peiceivgsig
st . that g conflio etween e utilities an o traffic signal eguipment wi oocurs the Contractor sha
G. Existing overhead service. ' notify the appropriate Project Engineer immediately.
H. Instal! W3~3 NEW signal chead sign ground mounted on 4% 67 wood post at 7757 prior to the stopline. R {Eﬁ
J. Remove +he “Stop” sign from the existing sign support. the "One Way” signs wiii remain. RE VISIONS APPRQVALS
K. Instal! handhols. ' \ — MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
T ECEN _ : o .
CLOVETRIC LEGERD L. Instalt 1 in. liquid tight flexibie non-metallic conduit for detector slesve. e E @ Office of Traffic & §R3f}3ﬁy
EXISTING GEOMETRICS ] g g - -
M. Install 3 in. PVC schedule 80 electrical conduit— trenched.
N. Instgi! mirccloop probe set with 10007 lead-in cabise. "¥j l § '
UTILITY LEGEND . . o7 —t : R - L L !
0. Install mircoicop probe set with 5007 flegd-in cabie. £
T GAS MAN P. Install 8' x 30° ioop detector encased In '+f Flexible fubing. Quadrupole (3-6-3 turns) XD US 40 at Red Toad Road
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: : PLECTRIC GABLES Q. Instal!l 24" white heat applied thermoplastic permanent preformed pavemenT marking for stopiine snﬁfrigﬁthfﬁffguﬁl - | E 1 E E ORAWN - P AP NG, | . Y
b b STORM DRAIN R. Install 53" vellow heat applied thermopliastic permanent preformed pavement marking for center|ine. G Furria MD 21061 (ﬁﬁmw“L&&ToFmLcmﬁm;Nmﬁggm CHEGKED BY:____JAH/MAR SHANO. _(E790 ASE 5T 39204 SHEET NO.
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